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Elektrisk Vinduesåbner - Spindelmotor
JM-BB L  230 VAC

FUNKTIONER:

Elektriske 
systemer

• Komfortventilation for tagvinduer, ovenlys og 
  facadevinduer 
• Aluminium hus    
• Åbningslængde 300 / 500 mm
• Indbygget endestop i åben og lukke position
• Tætningsgrad IP 54
• Driftstemperatur -5°C _ +60°C
• Tilslutningskabel på 1300 mm (RAL 9020)
• Farve RAL 9002

Specielle
Egenskaber og Fordele:
• Vedligeholdelsesfri Spindelmotor
• Trykkraft på 500N og trækkraft 350N
• Låsekraft 3300N

• Tilslutningsspænding 230VAC - 50Hz 
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99200001 JM-BB L 500N / 300mm
500 350 230VAC – 0,92A
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IP54 -5°C - +60° 10 1300 Se tegning

99200002 JM-BB L 500N / 500mm 500

21
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20
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Beslagoversigt for JM-BB L 230VAC

Varenr. Typebetegnelse Materiale / Behandling Mål LxBxH (mm)

99250003 Topbeslag Ø 6,5 mm Aluminium 64 x 22 x 36

99250010 Topbeslag Aluminium 135 x 30 x 62

99250034 Beslag KB1 Jern / Galvaniseret 80 x 70 x 75

99250035 Beslag KB2 – Højde 70 mm Aluminium 112 x 55 x 80

99250036 Beslag KB2 – Højde 55 mm Aluminium 112 x 55 x 80

99250037 Beslag KB4/B – Længde 210 mm Aluminium / Hvid 112 x 220 x 80

99250038 Beslag KB4/B – Længde 210 mm Aluminium 112 x 220 x 80
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MOTOR OPENER JM – TYPE L

Order designation: JM - _(B) - stroke force - stroke - L
Example: JM - BB - 500 - 300 - L

Short description
With the electric motor drive mounted into an  aluminum 
housing the roof flaps and light domes are opened. 
The design of the motor opener with its great variety of 
 accessories allows for a broad range of applications. The 
motor can be operated in parallel. 

For motor openers with a stroke higher than 300 mm 
and a mounting angle higher than 30° from the vertical, 
the motor opener must be taken up in the motor basis 
(type “BB” or “AB”)

The motor opener is designed with a maintenance-free 
spindle drive and in its end position it is disconnected 
by the end-switch. A lamp indicator can be connected in 
both end positions.

Technical data
connection cable H05VV-F 6 x 0,75 mm2 

approx. 1,3 m long (white)
operation mode S2 - 1 min.
colour similar to RAL 9002 (grey white)
frequency 50 Hz
weight 2,0 kg
stroke up to 500 mm
stroke/ tensile force 500 N / 350 N
stroke time 10 mm/s
power consumption 200 W / 0,92 A
max. stat. suction load 
(tensile load)

3 300 N

protection class IP 54
voltage 230 V AC
thermal protection 115 °C
ambient temperature -5 °C to +60 °C
maintenance no

Other strokes and forces upon request.  
The motor opener has a capacity of 10 000 ventilation 
cycles.

Type codes
JM - X (B) - XXX - XXX - L

 internal switching 
 stroke (mm) 
 force (N) 
 attachment variant bottom (B = 54) 
 attachment variant top (A = 69, B = 54) 
 motor designation

Accessories
eyebolt (when not in series)
electric test 
connection

→chapter 11.1, page 301, 
“Motor Test Device 230 V AC“

bellows
pivot support →chapter 6.2, page 221 

“Pivot Support FB 6/8”
bracket →chapter 6.2, page 226, 

“Bracket KB 2 for Motor Opener 
230 V AC” 
→chapter 6.2, page 227, 
“Bracket KB-KF for 230 V Motor 
Opener”
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Lamp display in both end positions.
Non-floating 230 V max. 1 A

CLOSED ON

Circuit diagram
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Tilslutningsdiagram viser mulighed for 230 VAC 
kontrollampe / signal i begge endepositioner.
Ikke potentialfri (230V max. 1A)

  Leveres ekskl. beslag.
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