
 DECLARATION OF PERFORMANCE no. 261  
 
 

1. Unique identification code of the product-type: - PC- rooflight double flap – Type DK 240 
2. Intended uses: - Natural smoke and heat exhaust ventilation 
3. Manufacturer: - Optilite ApS, Bjerrevej 138, 8700 Horsens 
5. System of AVCP: - 1 
6. Harmonised standard - EN 12101-2:2003 
    Notified body: - SP Technical research institute of Sweden 
    Certificate of constancy of performance: - 0402 – CPR – SC0333-11 
7. Declared perfomances:  

 

The performance of the product identified above is in conformity with the set of declared performance/s. This declaration of 

performance is issued, in accordance with Regulation (EU) N:o 305/2011, under the sole responsibility of the manufacturer identified 

above. 

Signed for and on behalf of the manufacturer by:   

Horsens 10-06-2026 Winnie Landrok, managing director 

   

Essential characteristics:  
 

Performance Harmonized technical specification  

Response delay (response time), as: 
- Reliability  
- Opening under (snow, wind) load 
- Low ambient temperature 
- Fire Performance 

 
Re 50 (+10.000) 
≤ 0,6 s 
T (-15) 
B 300 
 

SFS EN 12101-2:2003 

Effectiveness of smoke and heat exhaust 
ventilator: 
- Aerodynamic free area Aa (m2) – other sizes in 
certificate 0402 – CPR – SC0333-11: 
160 x 240 cm 
200 x 240 cm 
240 x 240 cm 
 

 
 
 
 
2,49  
3,17 
3,8 

Nominal activation conditions/essential 
characteristics: 
Activation Electrical 
Activation heat detector 
Activation smoke detector 

 
 
24V/48V DC 
75° C 
Electrical signal (alarm 
current ≤ 50 mA) 
 

Performance parameters under fire conditions, 
as: 
Resistance to heat 
Reaction to fire 

 
 
B 300 
A-E 

Performance under environmental conditions, as: 
Opening under snow load 
Low ambient temperature 
stability under wind load 

 
SL 800 
T (-15) 
WL 1500 
 

Durability, as: 
Response delay (response time) 
Operational reliability 
Performance parameters under fire conditions 

 
≤ 60 s 
RE 50 
≤ 60 s 
 


